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EFFECTIVITY:
This service letter applies to Textron Aviation models 208 and 208B with Wipline 8750 Floats installed per STC SA1311GL.

COMPLIANCE:
Optional compliance

BACKGROUND:

NOTE: 

COMPLIANCE METHOD:

APPROXIMATE SHOP HOURS: 

WARRANTY INFORMATION: 

TECHNICAL DATA:
 

www.wipaire.com.

SERVICE LETTER 197
8750 PYLON CRACKING REPAIR

Aircraft Makes/Model(s): Float Model(s): Compliance: Optional By: MAB

208
208B

8750 Part Number: 1011043 Approved: SDW

Date: 3/25/2020 Revision: B

LOG OF REVISIONS
Revision Description Date

A Initial release

B Updated approximate shop hours. 3/25/2020



 8750 PYLON CRACKING REPAIR

ITEMS PROVIDED IN SERVICE KIT 1011043-01 (LEFT AND RIGHT FLOAT)
ITEM QTY PART NUMBER DESCRIPTION

1 1 1005424

2 1 1005425

3 1

4 1

5 2

2

7 1

8 1

1

10 1

EDGE TOP

PART IMAGE EXAMPLES
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 8750 PYLON CRACKING REPAIR

TRAILING EDGE

ASSEMBLED FLOAT PYLON

LEADING EDGE

PYLON

HOISTING AIRCRAFT FOR PYLON REMOVAL

Note: 

2. It is highly recommended to remove the tail cone access cover and place an 80 lbs ballast in the tail cone access area to         

Note: 

Hoisting Aircraft for Pylon Removal. Then 
 Pylon Reinforcement.

 Pylon Reinforcement. Be advised you will not be able to install the angle 

 Pylon Reinforcement 

PYLON REINFORCEMENT OPTIONS

WORK INSTRUCTION
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8. Remove wing gap strips.

      pylon.

      chines on both sides.
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CLEVIS PIN
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21. Remove the pylon and support the upper assembly.

PYLON REINFORCEMENT
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Note: Pylon must be removed to accomplish this step.

STIFFENER

    and rib with MS20470AD as per original.

EDGE TOP

8. Touch up paint as needed.
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7. Reinstall cable pulleys and position cables as previously installed.

    in the down position.

PYLON REINSTALL ON FLOAT

ADDITIONAL VIEW OF PYLON REINFORCEMENT


