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1700 Henry Ave – Fleming Field (KSGS), South St. Paul, MN 55075 

Ph: 651.451.1205   Fax: 651.457.7858 
www.wipaire.com 

SERVICE LETTER NUMBER 123

TITLE: QUEST KODIAK MODIFIED AXLE BEAM BUSHING  
BY:      J. Sortor  AIRCRAFT MAKE/MODEL(S): 

 
Quest Aircraft Design, LLC 
Kodiak 100 

FLOAT MODEL(S): 
 
7000 

NOTE(S): 
OPTIONAL COMPLINACE 

S/L P/N 1005302  
ECO 22499 
 

APP:   DG, KT 

DATE: 8/30/2011 

REV:   A 

FAA APPROVAL HAS BEEN OBTAINED FOR TECHNICAL DATA IN THIS PUBLICATION THAT AFFECTS STC OR TSO DESIGN COMPLIANCE 

 

 

EFFECTIVITY:   

This service letter applies to all S/Ns Wipline model 7000 amphibian floats, as installed on 

Quest Aircraft Design, LLC Kodiak 100 aircraft per FAA STC number SA02848CH.   

COMPLIANCE:    

 It is recommended to comply with this service letter for float serial numbers 70030 and 

below. 

BACKGROUND:   

Wipaire has received reports that the some axle beam bushing grease zerks, when serviced 

with grease, have pulled the threads off of the brass plug in the main landing gear attachment 

bushing.  This modification alleviates that condition and prevents damage to the threads.   

COMPLIANCE METHOD:   

Modify the MLG axle beam bushing grease zerks in accordance with P/N 1005302 Rev A or 

latest revision. 

APPROX. SHOP HOURS:  

This service letter will require approximately 4 labor hours for completion.     

 

WARRANTY INFORMATION:  

Parts and labor warranty are not included for this modification.   
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TECTECHHNICAL DATA 

 

Copies of this service letter, associated service kit, float service manual, modification 

drawing, and float parts manual are available on the website www.wipaire.com.   

There is no service kit associated with this modification.   

For basic model 7000 maintenance information, see Wipaire Service Manual P/N 1004646.   

For basic model 7000 parts information, see Wipaire Parts Manual P/N 1005250. 

To accomplish the modifications to the MLG axle beam, perform the functions shown on 

drawing 1005302 on page 3 and 4 of this letter.   

 

NOTES: 

After completion of the instructions in this service letter, make an entry as such in the 

aircraft logbook in accordance with your local Civil Aviation regulations.  The weight and 

balance change is zero for this modification.      
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